
Sr. No. Item Qty. Rate for each 
item

Total Rs.

20 Supplying and erecting adjustable outdoor 
spotlight o 153mm 42W 6250lm 3000K 
CRI 80, Optic: F- Flood 30, Adjustability: 
up/down tilt, Size (mm): 0153, Electronic 
Driver Control: DALI, Colour: 
Indeterminate complete

8 Nos.

21 Supplying and erecting outer bollard 
Diffused light luminaire, designed to use 
8.7W LED 1050lm, 3000K Optic: GL 
General lighting 
Adjustability: fixed Electronic Transformer 
Supplying and erecting outer Counter-plate 
with included IP65 complete.

42 Nos.

22 Supplying and erecting outer Counter-plate 
with clamps and nutbolts for application on 
concrete plinth - Colour: Indeterminate 
complete

42 Nos.

23 Supplying and erecting 6W mini spike light 20 Nos.

24 Supplying and erecting adjustable outdoor 
spotlight designed to use 12W LED 
1700lm, 3000K CRI 80, Optic: VWF - 
Very Wide Flood 78° Adjustability: 
up/down tilt IP66, Size (mm): 083, 

18 Nos.

25 Supplying and erecting spike for 
ground/garden applications, Colour: 
Indeterminate complete

18 Nos.

26 Supplying and erecting 18W single output 
constant current LED drivers complete

18 Nos.

27 Supplying and erecting neon flex 12X12 
with strip and clamp complete.

65 Nos.

28 Supplying and erecting 24V driver for 
above LED flexible light complete.

14 Nos.

Name of work : providing, Erecting, commissioning Electrification 
work for Mahatma Phule Statue at Mumbai Naka Circle 
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29 Supplying and erecting linear direct light 
luminaire, designed to use monochrome 
LED lamps. Ceiling- and wall-mounted 
with 13W LED 1130lm, 3000K Optic: F 
Flood 32° Adjustability: fixed IP66 Size 
(mm): 1056x37x38 complete.

12 Nos.

30 Supplying and erecting 6W LED, Clear 
Acrylic steplight of diamention of 124 x 83 
x 70mm complete.

48 Nos.

31 Supplying and erecting gel wire connector 
for outdoor waterproof termination of wires 
complete.

305 Nos.

contractor Sign & Satmp


